
Nir-Or’s Display Control Module (DCM) is a high quality
ruggedized Multi-Function Color Display (MFCD), combined with control
module for armored vehicles or jobs in any harsh environment. The unit
can be used where control of video weapon reticles or control of
DC motors is needed.

The DCM features a 6” X 8” Color Active Matrix LCD, with high
brightness and contrast and wide viewing angles, adaptable
to various video and communications sources and standards.
Multi-key bezels for operator and display interface are available
to fit various needs and architectures. Video-out with adaptable
graphics is available.

The unit is fully weather-resistant, designed to function perfectly
in rain, dust, sand and other extreme environmental conditions.
The display cover glass is Boot Kick resistant.
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10.4” VGA 640X4806X8 10.4/264 13.8/350 2.95/70 11.8/5.6

Power input
Power cunsumption
Serial communication
I/O
Video connectors
Video I/O
Frame rate
Video standard
Aspect ratio
BIT
Brightness
Viewing sngle
Color capability
Gray shades
Operating temperature range
EMC EMI
Environmental condition
MTBF
Function keys

18-32V MIL-STD-1275AT or MIL-STD-704D
50W MAX at full intensity + 100W for heater
3 channels of RS-422, and 1 RS-232
4 discrete, 2 analog, drivers for DC motors
4 X 75Ω, BNC
3 video input, 1 video output
50 up to 60 fields/sec
Composite video in PAL or NTSC automatic selection
4:3
Microprocessor controlled BIT capability with integral bar generator
>300 fL
Horizontally ±45° Vertical ±30°
256,000 colors (6 bit each color)
64 Levels
- 50°C to +55°C
MIL-STD-461C, MIL-STD-6051D
MIL-STD-810C/D
over 5000 hours
Up to 28 illuminated keys for system control

Display Unit Dimensions

Diagonal Display Area
H” x V”

Standard Resolution
H” x V”

Height
Inch/mm

Width
Inch/mm

Depth
Inch/mm

Weight
Lb/Kg

Catalog No.

MFD-1001
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